‘Vakuum-Sinterofen

Hochtemperatur-Vakuum-Sintertfen
Serie SFTL bis 3000 °C

high-temperature-vacuum-sintering-furnaces
serial SFTL up to 3000 °C
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Technische Daten: Hochtemperatur-Vakuum-Sinteréfen SFTL
Technical data: high-temperature-vacuum-sintering-furnaces (toploader)

Modell Nutzraum [mm] Nutzvolumen Heizzone [mm] Leistung
model packing space [mm] useful volume heating zone [mm] power
Durphmesser Ht:)he Ul Durphmesser Ht:)he [KW]

diameter height diameter height

SFTL 2300-2030 200 300 9 250 400 40
SFTL 2300-2035 200 350 11 250 450 45
SFTL 2300-2040 200 400 12,5 250 500 50
SFTL 2300-2530 250 300 14,5 300 400 55
SFTL 2300-2535 250 350 17 300 450 60
SFTL 2300-2540 250 400 19,5 300 500 65
SFTL 2300-3040 300 400 28 350 500 70
SFTL 2300-3045 300 450 315 350 550 80
SFTL 2300-3050 300 500 35 350 600 90

Allgemeine Angaben
Entbindern / Entwachsen

Be- und Entladung von oben

Fur alle Temperaturen zwischen 1700C und 3000C
Standardtemperatur 2300C

Heizelemente aus Graphit, Molybdan oder Wolfram
Strahlschild aus Graphitfilz, Molybdan oder Wolfram
Standardvakuum 5 x 10 mbar

Betrieb unter N,, H,, He oder Ar

Thermische Nachverbrennung

Rickkuhlanlage

general specifications

debindering / dewaxing

loading / unloading from the bottom

for all temperatures between 1700C and 3000C

standard temperature 2300C

heaters made of graphite, molybdenum or tungsten

radiation shield made of graphite-fibre, molybdenum or tungsten
standard vacuum 5 x 10 mbar

operation under N, H,, He or Ar

thermal post-combustion

re-cooling system
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